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,IIA\\ Program Controller 2 installation
COMNMPRO

Copy program “Controller2_v1.x.x_setup.exe” from CD to folder Install (or other) or download newest version of this
program from company web: http://mgm-compro.cz/index.php?cat=software

Run this program. Ignore next screen and click to Run

Vydavatele se nepodarilo ovént. Opravdu cheete spustit tento

software?
MNazev: Chlnstall\Controller2_vl1.1.0_setup.exe
@ Vydavatel: Meznamy vydavatel
Typ: Aplikace
Od: CMnstallhController?_vl1.0_setup.exe

. Terto soubor necbsahuje platry digitaln | podpis ovémjic
§ vydavatele. Doporudujeme spoustét pouze software od

divénvhodrych vydavatelll. Podle sho urdit, ktery softw
bezpedné spustit?

Welcome to the Controller 2 Setup
Wizard

This will install Controller 2 v1.1.1 on your computer.

It is recommended that you close all other applications before
continuing.

Click Next to continue, or Cancel to exit Setup.

WWW.mgm-Compro.com

Ing. G. Dvorsky, MGM compro, Svat. Cecha 593, 760 01 Zlin, Info: www.mgm-compro.com
tel.: +420 577 001 350, fax: +420 577 001 348, E—mail: mgm@mgm-compro.cz


http://mgm-compro.cz/index.php?cat=software
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License Agreement

Please read the following important infarmation before continuing.

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

License agreement

Please read the following conditions and agreement before using the Cortroller 2
|software product further “software product”). By installing, copying ar other use of

the software product you confim that you agree with the conditions of this
agreement and that you will follow them. K you do not agree with the conditions of
this agreement, you are not entitled to use this software product .

This software product is offered as freeware. This means, that you may use it for
free for both commercial as well as non-commercial use. The software product may
be given to a third party and that only without any charge. If the program is given to

i@ | accept the agreement
() | do not accept the agreement

WWW . MOmM-Compro.com

Choice | accept and click to Next

Select Destination Location
Where should Contraller 2 be installed?

, Setup will install Contraller 2 into the following folder.

To continue, click Mesxt. f you would lilke to select a different folder, click Browse.
“\Program Files bc36)\MGM Compro'\Controller 2

At least 15,8 ME of free disk space is required.

<Back || MNext>

WAW.MOM-COmpro.com

Choice folder for installing and click to Next
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Ready to Install
Setup is now ready to begin installing Controller 2 on your compiter.

Click Install to continue with the installation, or click Back if you want to review or
change any settings.

Destination location:
C:\Program Files ¢c86)"MGM Compro®\Controller 2

Start Menu folder:
MGEM-Compro Contraller 2

WWW Mgm-COmpro.com < Back ][ Install g

Click to Install

12l Setup - Controller

Driver installation
Choose whether ta install QP TOCOM drivers.

Application Controller 2 needs functional QP TOCOM drivers. Would you
like to install OPTOCOM drivers now?

@) install drivers

() do not install drivers

Click Mext to continue with the installation.

ff you are installing application for the first time, it is necessany to install

i QPTOCOM drivers. if you are upgrading application, it iz recommended
ta install OPTOCOM drivers too, because new version of application
may contains new version of drivers.

W . MOM-Campro.com

Choice “install drivers” and click to Next
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Driver installation is ready
Installation wizard is now ready to install QP TOCOM driver.

Please read the following instructions carefully before continuing with
the installation:

if during the driver installation a waming window "Windows cant verify
the publisher of this driver software” is popped up. always continue with
installation by pressing “Install this driver software amyway™ button.

if after connecting OPTOCOM a window " Found new hardware" is
popped up, close the window by pressing Cancel button.

Click Install to continue with the installation.

WWW MgM-COmpro.com < Back ][ Install

Click to Install
If system warn that program is not certified, click to Continue (or Next)

12 Setup - Controller

Driver installation o |
Please wait while the installation wizard finishes installation of QPTOCOM driver. _.-.\::

Copying files @
Installation preparation @

Diriver installation

QOPTOCOM is not connected to the computer. Connect
& QPFTOCOM to the computer and wait for the installation to be
finighed.

Diriver installation progress:

— .

WA . MOM-Compro.com

Connect USBCOM_4 module to your PC — installation will be continue automatically
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Ill Completing the Controller 2 Setup
\\ Wizard
Pro i

Corrr P

Setup has finished installing Controller 2 on your computer. The
application may be launched by selecting the installed icons.

Click Finish to exit Setup.

Run Controller 2
] View help

WWW.MOmM-COompro.com

Click to “Run Controller 2” and push “Finish”.
Installator generate also icon to your screen for next start this program.
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Wait for this screen:

/MGM Compro
Controller 2 ....

| @ SETTINGS ‘ HISTORY | @ SYSTEM \ @ HELP |

o Controller settings
Here you can read and manage controller settings. Changes in settings you can save inta controller, or

cancel. You can also import and export your settings into files. Default settings will set controller into
USB module:  active factory default.

iead settings @ Cancel changes @ Default settings ’b) Import settings

‘ ° View help y 3 Wwiite settings E Export settings

Controller: initializing ﬁ =

USB module
Name:  OPTOCOM
Serial: EFS00003
Y
Controller
Type:
Name:
Loader:
Firmware:
Device selection
Connected devices: 1

o Select device
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Connect your controller X-series range to USBCOM_4 (to 12C port) by CC_11 cable.

Connect to main (traction) battery and turn-on controller by switch or only connect to main battery when controller has
not switch.

(switch open = controller-on)

Now you can set parameters. Follow help of this program and instructions in the controller's manual.

'FF'I;GM Compro
Controller 2 ...,

MENU | @ SETTIN S o SYSTEM

Device status

v Controller settings
View and manage all controller settings. Changes in settings you can write into controller,

or cancel, You can also save entire controller settings to files, using export and import
functions.

USB module:  active

Controller: active =
ﬁ‘ Read settings @ Cancel changes @ Default settings Eﬂ’ Import settings
o Wiew help . ) :
. 3 Write settings E Export settings

[ Controller mode <

USB module ﬂ @ unidirectional H

Mame: OPTOCOM ) bidirectional

Serial: MGTL52DG
[F] Controller behaviour

Controller @ @ car @ boat

Type: 1 [E Controller driving signal
Name: #-Serie 280A 25V @ PWM pulse - automat () PWM pulse - channel 1+2

) PWM pulse - programmed ) PWM pulse - channel1-2
Loader: 11

Firmware: 1.3 [ Controller startup

e (@) safe start i) fast start
Module selection

. [&] Throttle - center
Connected devices: 1

L |
o Select device EUUU = [msiV]




